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Principle: 
The energy of Nd:YAG Q Switch laser can be absorbed by the blue and black melanin. 
The melanin will be fragmented so small that they can be metabolized by then lymphatic 
system or egested out of body. Thus the tattoo or other pigmentations will be removed 
without damage to normal tissue. The treatment is safe and convenient without downtime 
and side effects. 
 

Application: 

1) Remove Tattoo. 
2) Remove Eyebrow  
3) Remove Lip Line. 
4) Remove Birthmark. 
5) Remove Freckle. 
6) Skin Rejuvenation. 
7) Skin Whitening. 

Lamp life: 
This machine has a counter shows you the total number. Averagely Lamp life is 300,000 
shots, the lamp can emit for more than 1,000,000 shots, but after 300,000 shots, you will 
find the intensity of light will become weaker, removal tattoo need more times. 
 

Water replacement: 
It is no need to replace water every time, unless the machine is overheated, but we need 
to operate it in a short time, we can choose to replace the half of hot water in the machine 
to cold water. The water inside of the machine is not consumed, it plays the role of cycle 
cooling. Users to replace the water every 30 days to 45 days interval. 
 

Treatment head cleaning 

Clean heads after two treatments softly using cotton bud in case the filter glasses are 
contaminated by dust or ashes. 
 

Care of the machine: 
1- Change water each 15 days. 
2- Make laser have a rest after each treatment for about 10-15 minutes, remember a 

small rest is friendly to your laser. 
3- Stop doing treatment if the treatment gun becomes hot after a long time working. 
4- Distill or pure water only dirt from water should stem the water pipe and make water 

cooling not working good. 
5- Clean the handle piece after treatment (to keep good function & good result). 
6- Please turn it off when treatment is finish. 
7- Be careful! It is your laser, please do not drop it down, it would get hurt. 

 
 
 
 
 
 
 
 
 

 
 
 



 

Product Accessories: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Technical parameters: 

Laser type: Sapphire Q-switch / YAG Laser 

Wave length: 1064nm & 532nm &1320nm 

Weidth of pulse: 3.5-10ns 

Pulse energy: 100-2000mj 
Pulse rate: 1-10Hz 
Cooling: Air cooling and water cooling 

Voltage: 220V/ 100V 12A 50HZ/60HZ 

 
Machine advantages: 

(2).Ceramic handle, avoid burnt that under long hours working   
(3).Sapphire cooling system ensures constantly working 

(4).1000W power and 2000mj energy 

 
 


